
Media: 
Centaur® Carbon for chlorine, organic  

                        material, general filtration 

Problem Areas Being Treated: 
Iron 

Manganese 

Hydrogen Sulfide Odor 

Chlorine & Chlorine Byproducts  
 Improved taste & odor  

Media Filters 

Carbon is the universal filter media, 
good at removing iron, manganese and 

organic substances from well water 

and chlorine and its distinctive taste 

and odor from treated municipal water.  
Since carbon can be made from any-

thing organic such as coconut shell or 

bituminous coal (to name a few), liter-
ally thousands of different grades and 

kinds are available on the market.   

Filter Tech uses Centaur® , a high-
grade bituminous coal-based carbon 

designed for removal of chlorine and 

its byproduct, chloramines.  Centaur is 
also outstanding in Volatile Organic 

Compound (VOC) removal, taste and 

odor control, and in operating effi-

ciency when compared with traditional 

activated carbons.   

When used alone, Calgon’s Centaur 
carbon has a typical lifespan of ap-

proximately 2-4 years before reaching 

exhaustion whereby rebedding of the 

carbon will be necessary. (Refer to accompanying 

literature on how carbon works.) 

The C Series is an automatic back-

washing system.  Based on either time 
(Timer valve) or amount of water used 

(Metered valve), the filter backwashes 

on its own without any intervention, 
worry or maintenance by the home-

owner.  The time at which backwash-

ing occurs is adjustable, but is usually  
factory set at 2 am in the morning to 

avoid times of heavy water usage.   

Depending on the application, the filter 

will backwash and clean itself every 1-

3 days. 

The system includes: 

High-impact Structural fiberglass tank, 

Fleck or Clack backwashing valve with 

bypass, distributor tube, garnet under-

bed, and filtration media.  

Specifications 

Tank Size Bed Size Inlet/Outlet Service Flow 

Range 

Estimated  

Minimum  

Required BW 

10 X 54” 1.5 Cu 1” 5 gpm 5 gpm 

 12 X 48” 2 1” 7 gpm 8 gpm 

13 X 54” 2.5 1” 8 gpm 10 gpm 

14 X 65” 3.5 1” 9.5 gpm 15 gpm 
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Carbon Series 

Fleck 2510 Timer valve 

Clack WS1 Electronic Metered 

Valve 

25 



* Specifications may change from one application to another.  Contact Filter Tech for details. 

Specifications  - Carbon Series 

Tank Size Bed Size 

(Cubic 

Feet) 

Available 

Valves 

Inlet/

Outlet 

Service 

Flow Range 

Minimum  

Required 

Backwash 

Amount of 

Centaur * 

DLFC 

(GPM) 

10 X 54” 1.5  2510, WS1, 

Manual 

1” 8-10 gpm 5 gpm 1.5 Cu. Ft 5 

 12 X 48” 2  2510, WS1, 

Manual 

1” 9-15 gpm 8 gpm 2 Cu. Ft. 8 

13 X 54” 2.5  2510, WS1, 

Manual 

1” 12-17 gpm 10 gpm 2.5 Cu. Ft. 10 

Days  

between 

BW 

3 

3 

3 

14 X 65” 3.5 2750, WS1 

 

1” 13-21 gpm 15 gpm 3.5 15 gpm 3 

Media Filters 

Suitable for large residential/light commercial applications.  Flow rates up to 26 
GPM.  Fully adjustable 5-cycle controls deliver controlled up flow backwash, down 
flow regeneration, slow rinse, rapid rinse, refill and service.  No lead brass body,  
stainless steel back plate.  No hard water bypass also available.  Back wash flow 

control included and preset according to application.  Backwash cycles also preset 
per application. 

The WS1 and the WS1 class of commercial-sized valves can be used to take the place of any of 

the above Valves.   Max. service flow is 27 gpm, for residential applications to a max. of 60 gpm 

for larger commercial applications.  The valve’s biggest advantage is its customizable backwash 

cycle sequences.  It has eighty different cycle-orders which can be programmed for specific ap-

plications.  (i.e. Some programs all the valve to pause during backwash 
to allow the well and well tank to recover.)  The Clack WS1 is the most 

technologically advanced valve available today. 
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Suitable for average sized residential applications.  Flow rates up to 19 GPM.  
Fully adjustable 5-cycle controls deliver controlled up flow backwash, down 
flow regeneration, slow rinse, rapid rinse, refill and service.  Noryl valve body 
with stainless steel back plate.  One inch stainless steel turn handle bypass in-

cluded.  Back wash flow control included and preset according to application.  
Backwash cycles preset per application. 

For applications where conditioned water is only required on intermittent basis such as cabins, 

RV’s, etc.  Top mounted manual softener or filter valve.  Lever actuated.  Includes injector and 

white steel cover.  One inch stainless steel turn handle bypass and backwash flow control as-

sembly included.     

Fleck 2510M/16  Manual Valve 

Clack WS1 Electronic Valve 

Fleck 2510/16  Valve 

Fleck 2750/16  Valve 

26 


